
17,0 KG 23,0 KG 23,8 KG 31,6 KG 34,6 KG 36,4 KG

A0004300 A0004350 A0004400 A0004450 A0004500 A0004550

5,50 M 20,0 kN

5,40 M 21,5 kN

5,30 M 22,5 kN

5,20 M 24,0 kN

5,10 M 25,0 kN

5,00 M 20,0 kN 26,0 kN

4,90 M 21,0 kN 27,0 kN

4,80 M 22,0 kN 28,5 kN

4,70 M 23,0 kN 30,0 kN

4,60 M 24,5 kN 31,5 kN

4,50 M 20,0 kN 26,0 kN 33,5 kN

4,40 M 20,5 kN 27,0 kN 35,0 kN

4,30 M 21,0 kN 28,5 kN 35,0 kN

4,20 M 21,5 kN 30,5 kN 35,0 kN

4,10 M 22,5 kN 32,0 kN 35,0 kN

4,00 M 20,0 kN 23,0 kN 34,0 kN 35,0 kN

3,90 M 22,0 kN 24,5 kN 35,0 kN 35,0 kN

3,80 M 23,5 kN 25,0 kN 35,0 kN 35,0 kN

3,70 M 25,0 kN 26,5 kN 35,0 kN 35,0 kN

3,60 M 26,0 kN 27,0 kN 35,0 kN 35,0 kN

3,50 M 20,0 kN 28,0 kN 28,5 kN 35,0 kN 35,0 kN

3,40 M 22,0 kN 29,5 kN 31,5 kN 35,0 kN 35,0 kN

3,30 M 24,0 kN 31,0 kN 33,0 kN 35,0 kN 35,0 kN

3,20 M 25,0 kN 31,5 kN 35,0 kN 35,0 kN 35,0 kN

3,10 M 27,5 kN 32,5 kN 35,0 kN 35,0 kN 35,0 kN

3,00 M 20,0 kN 29,0 kN 35,0 kN 35,0 kN 35,0 kN 35,0 kN

2,90 M 21,5 kN 30,0 kN 35,0 kN 35,0 kN 35,0 kN

2,80 M 23,0 kN 31,0 kN 35,0 kN 35,0 kN 35,0 kN

2,70 M 25,0 kN 32,0 kN 35,0 kN 35,0 kN 35,0 kN

2,60 M 26,0 kN 34,0 kN 35,0 kN 35,0 kN

2,50 M 27,0 kN 35,0 kN 35,0 kN 35,0 kN

2,40 M 28,0 kN 35,0 kN 35,0 kN

2,30 M 29,0 kN 35,0 kN 35,0 kN

2,20 M 30,5 kN 35,0 kN

2,10 M 32,0 kN 35,0 kN

2,00 M 35,0 kN 35,0 kN

1,90 M 35,0 kN

1,80 M 35,0 kN

1,75 M 35,0 kN

Belastningsverdi (kN) i gitt utskrudd høyde

Minimum bæreevne er 20 kN.
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Art.nr: 

Vekt:  


